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« luminous efficacy 93 Im/W « 20 pcsin chain

« forindoor and outdoor use

DIMENSIONS
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ALASKA-1W

LIGHTING®

TECHNICAL SPECIFICATION

Parameter Value

Rated voltage 12V DC

Chain power consumption 28 W

LED diodes San'an led - 2835

Light color X =W - white (6500K)

Flux density 93 Im/W

Beam characteristic 18 x 50°

Dimming Yes

Cable length 135 mm

Box weight 12 kg

Lifetime L70B50 > 50000h

IP protection IP66
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ALASKA-1W

CONNECTION DIAGRAM

One-side power input

Maximum number of modules 20 pcs

LIGHTING®

Two-side power input

|

Maximum number of modules 40 pcs

It is acceptable to connect multiple chains in parallel, as long as the power supply provides sufficient power.

BEAM ANGLE

120° Gamma Angles

30° 15°

0* 15° 30°

LIGHT COLOR / CCT

Abbreviation Light color cCcT
WW warm white ~3000K
NW neutral white ~4000K
wW white ~6500K
cwW cold white ~10000K
1800K 4000K 5500K 8000K 12000K 16000K
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ALASKA-1W

LIGHTING®

PACKING
E———
R —
Chain Bag Box
20 pcs 100 pcs 1200 pcs
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